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Pull pink tab to remove clear tape. 

Tpa(3r|c,TE: Tq po£ npoccpxn y ia va 090 ipecac 
Tq 6ia9avq Taivia. 



Wait until cradle is idle. Raise latches, insert print cartridges, then close 
latches. 

riepiuiveTe ewe, otou q |3aaq napau.dv£i a&pavqc,. AvaaqKwoTE tic; Xafkc,, 
TonoGaqoTE to Sox^ia jjeXavqq koi kXeiote nq Xa^EC,. 



Close cover. 
KXemote: to KaXuppa. 




Choose one option for connecting to the printer: 
Ethernet or USB. 



EniX^TE cvav Tpono y\a Tq ouv&eoq \iz tov EKTunwTq: 
Ethernet q USB. 



Ethernet 



-- 



Verify that the network is set up, powered on, and functioning properly. 
Bc|3aicjo0£iT£ on to &iktuo zyz\ pu9u.iOTd, dvai cvspYonoiquivo koi XciTOupYsi owoto. 



Use the included Ethernet cable to connect the printer to the network 
hub, switch, or router. 

Xpqaiu.onoiqaTE: to koXw&io Ethernet nou nepiXau-Pavaai y\a va 
ouv&eocte: tov EKTunwTq oto oiavouia (hub), oto (jaaywy^ 0 (switch) 
q oto 6po|JoXoYqTq (router) 6iktuou. 



Verify that the Network icon is on. If not, check the 
cable connections. 

BspfciiwGdTE: oti dvai avau.uivo to GKOvi&io oiktuou. 

Is avTi9aq ncpinTwoq, z\zyljz tic, ouv&eoeic, twv KaXw&iwv. 



Insert CD, then follow the onscreen 
instructions. 

EioayaYETE: to CD koi OTq auvEx^'a 
aKoXou9qoT£ tic; o&qYisc, nou 
su^avi^ovrai OTqv o9ovq. 





Connect printer to computer. Wait for a Wizard screen. Insert CD. 

Xuv&eote: tov EKTunurrq otov unoXoYiOTq. rkpiuivas: va cu^aviOTd 
to napa9upo o&qYOu. EioaYOYae to CD. 




Windows XP: During installation, when prompted, select hpf6600p.inf. 

Windows XP: Koto Tq oiapKEia Tqc, £Y KaTaOTao n c i/ ehiXe^te hpf6600p.inf 
otov oac, £qTq9d. 
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Problems? Turn page. 
npopXqu.aTa; fupioT£ acXi&a. 



Additional installations llpooOcTcq CY KaTa0T ° 0£l ^ 

Use the CD to install the printer software on each computer that will use the printer. 

Xpqaiu.onoihaT£ to CD yia £Y KC,TaOTaor l TOU Xoyia|jiKOu EKTunurrr] oz koQz unoXoyiOTq 
nou 9a xpn oi H onoir l 0£:i TOV EKTunwrq. 




Troubleshooting installation problems 
AvTijjCTunior] npopXripaTuv CYKaTaoTaoqc; 



If you have communication problems between the printer and the computer during installation, try the following: 

Eav i)(nz npo^XrifjaTa EniKOivwviac, paacu tou EKTunurrh, koi tou unoXoyiOTq koto Tq 6iapK£ia Tqq ey koto oto oqq, &OKifjaoT£ to z^q: 




The computer cannot find the printer 

If you are unable to install the printer software 
on the computer, verify the following: 

• The Ethernet connections to the computer and 
the printer are secure. 

• The printer is powered on. 

• The network is operational and the network" 
hub, switch, or router is powered on. 

• All applications, including virus protection 
programs and personal firewalls, are closed 
or disabled. 

If you corrected any of the above, try running 
the installation wizard again. 



O unoXoyiOTrjc; 6cv pnopci va cvronioci tov ciaunuTr) 

Eav bzv |jnopdT£ va syKaTaoTqaae to XoyiaujKO tou EKTunwTr] otov 
unoXoyiOTq, PcPaiwGdTC yia to z^q: 

• Oi auv&£a£iq Ethernet otov EKTunuTq koi tov unoXoyiOTq £x ouv 
yivei owoto. 

• O EKTunwTqq Tpocpo&OTdTai \iz pEupa. 

• To &iktuo XciTOupyd koi o &iavouiaq (hub), o ijaaywycaq (switch) 
q o 6po|JoXoyr|Tr]c; (router) tou &iktuou Tpocpo&OTdTai \iz qXciapiKO 
p£U|ja. 

• 'OXec, oi Dpappoyk;, au|jnE:piXa|jPavouivu)v twv npoypa|j|jaTU)v yia 
Tnv npooTaoia ano louq koi twv opapijovwv XoyiaujKOu teixouc, 
npooTaoiac,, bzv XciTOupvouv r\ zypuv an£V£pvonoin9d. 

Av 6iop9waaT£: koti ano to napanavw, ekteXeote cava tov o6qyo 
£yKaTaoTaor|c;. 



Firewall prevents installation 

If you cannot communicate with the printer, try 
disabling the personal firewall. If you are still 
unable to communicate with the printer, then 
re-enable the firewall. 

If disabling the firewall allows you to communicate 
with the printer, you might want to assign the 
printer a static IP address and then re-enable the 
firewall. To assign the printer a static IP address, 
see the reference guide that came with the printer. 



To Tci/oq npooTaoiaq c|jno6i^ci it] 8ia8n<aoia cyKaTCiOTaoriq 

Eav bzv z\va\ 6uvaTq r| cniKOivwvia \iz tov EKTunuyrr], &OKi|jaaTE: va 
an£vs:pYonoihan-£ Tnv ^appoyr] Tdxouq npooTaaiaq. Eav £caKoXou9dTE: 
va pqv u.nopdT£ va eniKOivwvhoTE: \iz tov EKTunwTr], tote EvepyonoihoTE: 
naXi to Tsixoq npooTaoiac,. 

Eav q anEvspyonoiqaq tou Tdxouq npooTaaiaq sniTpsnei Tnv cniKOivwvia 
|j£ tov EKTunwTq, 9a npsnci va avTiOTOixioas: otov EKTunuyrh, |jia OTOTiKr] 
&i£u9uvoq IP koi u.aa va EVEpyonoiqoas: naXi to Tdxoq npooTaaiaq. I~ia va 
avTiOTOixioas: otov EKTunwTq pia OTOTiKq &i£u9uvaq IP, avaTpccjE otov o&qvo 
avacpopaq nou ouvo&euei tov EKTunwTq. 



Different subnets 

If the computer and the printer are not on the 
same subnet, move the printer to the same 
subnet as the computer, and then run the setup 
wizard again. For finding subnet information, 
see the reference guide that came with the 
printer. 



AiacpopcTiKa 6cuupcuovTa 6iiaua 

Av o unoXoyiOTqc, koi o EiaunwTqq &£v (3pioKOvrai oto i&io &£UT£p£uov 
&iktuo, |jaaKivr]OT£ tov SKTunuTq oto 1610 ocuTEpsuov 6iktuo onou 
PpioKaai koi o unoXoyiOTqq koi ekteXeote naXi tov o&qyo EyKaTaoTaoqq. 
I~ia va fipznz nXqpocpopteq ox^tiko \iz to &£UT£p£uov &iktuo, avaTp£CT£ otov 
o&qyo avacpopaq nou ouvo&euei tov EKTunwTr). 





The computer and the printer are on different subnets. 

O unoXoyiOTqc, koi o SKTunwTqq (3pioKOvrai oz &iacpop£TiKa 
&£UT£p£UOVTa 6kTua. 



The computer and the printer are on the same subnet. 

O unoXoyiOTqq koi o EiaunwTrjc; dvai auvocoEuivoi oto i&io 

ScUTEpEUOV &IKTUO. 



Need help? 



Xpeid^eoTC por)0£ia; 





Printer software 
Aoyio|jiK6 tou EKTunwTr] 
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Reference Guide 
O&qvoq avacpopaq 



